STATE OF IDAHO

DEPARTMENT OF
ENVIRONMENTAL QUALITY

1410 Norh Mitton = Bolse, kiaho 83706-1256 « {208) 373-0502 . Rirk Kempihome, Governot
C. Stephen: Alired, Director

August 30, 2002
CERTIFIED MAIL # 7000 1670 0013 5128 7208

Jim Perry

Plant Manager

Louisiana-Pacific Corp., Bonners Ferry Facility
P.0. Box 3159

Bonners Feryy, 1D 83805

RE:  AIRS Facility No. 021-00002, Louisiana-Pacific Corp., Bonners rony
Final Tier | Operating Permit

Dear Mr. Perry:

The Department of Environmenta! Quality {Department) is issuing Tier { Operating Permit No, $21-00002 for
“the Louisiana-Pacific Corp. facility in Bonners Ferry in accordance with the Title V of the Clean Air Act and
HAPA 58.01.01.300 through 386, Rules for the Control of Alr Pollution in idaho (Rules).

The enclosed permit is effective immediately, summarizes the applicable requirements for your facility, and
requires an annual compliance certification for all emissions units. '

Tom Harman of the Coeur d'Alene RegionalkOffice will contact you regarding a meeting with the Department
to discuss the permit terms and requirements. In addition to your facility’s plant manager, the Department
recommends your responsible official, environmental contact, and any operations staff responsible for
day-to-day compliance with the permit conditions attend the meeting. '

You, as well as any other entity, may have the right to appeat this final agency action pursuant o IDAPA
58.01.23 (Rules of Administrative Procedure Sefore the Board of Envirnpmental Oualiiyl A netition may be
filed with the Hearings Coordinator, Department of Environmental Quality, 1410 N, Hiiton, Boise, ID 83706
1255, within 35 days of the date of this decision. However, prior to filing a petition for a contested case, the
Department encourages you to contact Bill Rogers at (208) 373-0502 or wrogers@deq.state.id.us to address
any questions or concemns you may have with the enclosed permit,

Sincerely,

Air Quality Divisio
KKbr  Project No.

Enclosure

06-068-1  GAAK QualitviStationary SourcedSS LIAT 1P Bonners\FinallP Bonners Final PL.doc

o Tom Harman, Coeur d’Alene Regionat Office
Laurie Kral, EPA Region 10



PERMIT NO.: 021-00002

Air Quality ' ‘
TIER | OPERATING PERMIT AQCR: 063 CLASS: A

SIC: 2421 ZONE: 11

State of Idaho
Department of Enviroamental Quality UTM COORDINATE (km): 549 .8, 5393.6

. PERMITTEE
Louisiana-Pacific Corp., Bonners Ferry Facility

. PROJECY

TIER 1 Operating Permit
. MAILING ADDRESS ity : STATE ZIP
£.0. Box 3158 Bonners Ferry I 83805_

4. FACILITY CONTACT _ TITLE TELEPHONE
; Jim Perry Plant Manager {208) 267- 3162

. RESPONSIBLE OFFICIAL TITLE TELEPHONE
Bruce Mallory Lumber General Manager {503) 821- 5283

. EXACT PLANT LOCATION COUNTY
6726 Riverside, Bonners Ferry, idaho Boundary

. GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS
Dirmensional lumber

. PERMIT AUTHORITY

This Tier | operating permi is issued pursuant 1o Idaho Code §38-115 and the Rules for the Controf of Air
Pollution in idaho, IDAPA 58.01.01.300 through 386. The permittee shall comply with the terms and conditions of

this permit.

This permit incorporates all applicable terms and conditions of prior air quality permits issued by the Idaho
Depariment of Environmental Quaiity for the permitted source, unless the permitiee emits toxic poliutants subject
to state-only requirements pursuant to IDAPA 58.01.01.210, and the permittee elects not {o incorporate those

ferms and conditions into this operating permit.

The effective date of this permit is the date of signature by the Department on the cover page.
, » F 4

L /A DATE ISSUED:  _August 30, 2002

KATHERINE é, KELMAD!N!S RATOR, MR QUALITY DIVISION
DEPARTMENT OF ENVIRONMENTAL QUALITY DATE EXPIRES: _August 30, 2006

Project No. T1-9506-069-1 G:\Air Quality\Stationary Source\SS LIV 1\LP Bohners\LP Bonners Firal Permit.doc
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LIST OF ACRONYMS, UNITS, AND CHEMICAL NOMENCLATURE

acfm : actual cubic feet per minute

AQCR '~ Air Quality Control Region- -~ . . . L y o

Btus British thermal unils

CAA Clean Air Act

CFR . Code of Federal Regulations

CO : carbon monoxide

Depariment Department of Environmental Quality

dsct dry standard cubic feet

EPA U.8. Environmental Proteclion Agency

gpm gallons per minute

gr grain {1 Ib = 7,000 grains)

gridscf grains per dry siandard cubic foot )

HAPs hazardous air poliutants

IDAFA A numbering designation for all administrative rules in idaho promulgated in accordance with
the ldaho Administrative Procedures Act

km kilormeter

Ibihr pound per hour

ib/Mbdft pound per thousand board-feet

MMcf million cubic feet

MMcfiyr million cubic feet per year

mmHg millimeters of Mercury

MMBtu miflion British thermal units

NOx nitrogen oxides

NSPS New Source Performance Standards

0, oxygen

Q&M Operations and Maintence

PM particulate matter

PMs particulate matter with an aerodynamic diameter less than or equal {0 a2 nominal
10 micrometers

PTC permit to construct

scf standard cubic feet

SiC Standard Industrial Classification

80, suffur dioxide

Thyr ions per year

us.C. United States Code

Ut™ Universal Transverse Mercator

vOg© volatile organic compound
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021.00002

Permittee:  Louisiana-Pacific Corp. Date Issued: August 30, 2002
1 The permittee is hereby allowed fo operste the equipment described herein subject to all terms and conditions of the permit. _§

1 FACILITY-WIDE CONDITIONS

The following table contains a summary of requirements that apply generally to emissions units at the facility.

- Conditions..}' " Standard Summary
Fugitive 1.2, 1.3, 1.4, General
1.1 emissions Reasonable control HAPA 58.01.01.651 Provision 30
Visible 20% opacity for no more than
15 EMISSIONS three minutes in any 60- IRAFA 58.01.01.625 1.8, General
minute period Provision 30
Excess | Complisnce with IDAPA 17
1.7 emissions 58.01.01.130-136 IDAPA 58.01.01.130-136 P'rc;vgi%n: ;la(;
Air quality 1.1, General
1.9 standards Test Methods HAPA 58.01.01.157 Provision 30
Criteria alr
. \ 1.9, General
1.10 poliudants, Compliance testing IDAPA 58.01.01.157 1
opacity Provision 30
111 PM Fuel-bumning equipment IDAPA 58.01.01.676-677 | General Provision 30
standard
Fugitive Emissions

1.4 All reasonable precautions shall be taken to prevent particulate matter from becoming airborne in accordance
with HJAPA 58.01.01.8650-651 (Rules for the Controf of Air Pollution in Idaho). Visible emissions shall not be
observed feaving the property boundary for a period or periods aggregating more than three minutes in any

60-minute period.
[IDAPA 58.01.01.322.01, 5/1/94]

1.2 Unless specified elsewhere in this permit, the permittee shall monitor and maintain records of the frequency
and the method(s) used (i.e., water, chemical dust suppressants, etc.) 1o reasonably control fugitive

emissions.
[{DAPA 58.01.01.322.06, 07, 5/1/94)

1.3 Unless specified elsewhere in this permit, the permittee shall maintain records of all fugitive emissions
complaints received. The permittee shall take appropriate corrective action as expeditiously as practicable
after receipt of a valid complaint. The records shall include, at a minimum, the date each complaint was
received and a description of the following: the complaint, the permittee’s assessment of the validity of the

complaint, any corrective action taken, and the date the comrective action was taken.
[IDAPA 58.01.01.322.06, 07, 5/1/94}

1.4 Uniess specified elsewhere in this permit, the permitiee shall conduct a quarterly facility-wide inspection of
potential sources of fugitive emissions, during daylight hours and under normal operating conditions, to
ensure that the methods used fo reasonably control fugitive emissions are effective. The inspection shall -
consist of a see/no see evaluation for each potential source of visible emissions. i any fugitive emissions are
present, the permitiee shall perform a Method 22 visible emissions test at the property boundary in
accordance with the procedures outliined in IDAPA 58,01.01.625. If visible emissions are observed leaving
the property boundary for a period or periods aggregating more than three minutes in any 60-minute period,
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AR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002
| Permittes: Louisiana-Pacific Corp. Date Issued: August 30, 2002
If 1.ocation: Bonners Ferry, I1daho [Date Expires: August 30, 2006
; The permittee is hereby alfowed 1o operate the equipment described herein subject o alf terms and df‘h‘orhe

the permittee shall take all necessary corrective aclion and report the exceedance to the Depariment in
writing within 72 hours, The permittee shall maintain records of the resulls of each quarterly fugitive emission
inspection. The records shall include, at a minimum, the date of each inspection and a description of the
foliowing: the permittee’s assessment of the conditions existing at the time fugitive emissions were present (if
observed), any corrective action taken in response to the fugitive emissions, and the date the cormrective

action was taken,
_ [IDAPA 58,01.01.322.086, 07, 5/1/94; IDAPA 58.01.01,322.08, 4/5/00]

Visible Emissions

1.5 No person shall discharge any air poliutant to the atmosphere from any point of emission for a period or
periods aggregating more than three minules in any 60-minute period which is greater than 20% opacity as
determined by procedures contained in IDAPA 58.01.01.625. These provisions shall not apply when the
presence-of uncombined water, nitrogen oxides and/or chiorine gas are the only reason(s) for the faikurg ¢of

" the emission to comply with the requirements of this section.
[IDAPA 58.01.01.625, 4/5/00]

1.6 Unless specified elsewhere in this permit, the permitiee shall conduct @ monthiy facility-wide inspection of
potential sources of visible emissions during daylight hours and under normal operating conditions, The
length of observation shall be no less than 10 minutes. In the event any level of visible emissions are present
in excess of 10%, the permitiee shall perform a visible emissions reading by a cerlified visible emissions
reader in accordance with the procedures contained in IDAPA 58.01.01.625. A minimum of 30 observations
shall be recorded. i opacity is greater than 20% for a period or periods aggregating more than three minutes
in any 60-minute period, the permittee shall take all necessary corrective action and report the exceedance in
the annual compliance cerlification and in accordance with IDAPA 58.01.01.130-136. The permittee shall
maintain records of the results of each monthly visible emission inspection. The records shall include, at a
minimum, the date of each inspection and a description of the following: the permiltee’s assessmen of the
conditions existing at the time visible emissions are present (if observed), any corrective action taken in

response 10 the visible emissions, and the date ¢orrective action was taken,
[IDAPA 58.01.01.322.06, 07, §/1/94; IDAPA 58.01.01.322.08, 4/5/00]

Excess Emissions . -

1.7 Unless specified elsewhere in this permit, the permittee shall comply with the procedures and requirements of
IDAPA 58,01.01.130-136 for excess emissions. The provisions of IDAPA 58.01.01.130-136 shall govern in
the event of conflicts between Permit Condition 1.7 and the regulations of IDAPA 58.01.01.130-136.

1.7.1 The person responsible for or in charge of a facility during an excess emissions event shall, with all
practicable speed, initiate and complete appropriate and reasonable action o correct the conditions causing
such excess emigsions event, 1o reduce the frequency of occurrence of such events, to minimize the amount
by which the emission standard is exceeded, and shall, as provided below or upon request of the
Department, submit a full report of such occurrence including a statement of all known causes and of the

scheduling and nature of the actions to be taken.
[IDAPA 58.01.01.132, 4/5/00)

1.7.2 In all cases where startup, shutdown, or scheduled maintenance of any equipment or emission unit is
expected t0 result or results in an excess emissions event, the owner or operator of the facility or emissions
unit generating the excess emissions shall demonstrate compliance with IDAPA 58.01.01.133(a) through (d),

including, but not limited 1o the following:
[IDAPA 58.01.01.133, 4/5/00]
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002 -

| Permittee:  Louisiana-Pacific Corp. Date Issued: August 30, 2002
| Location: Bonners Ferry, idaho Date Expires; August 30, 2006
L The permitlee is hereby aflowed to operate the equipment described herein subject to all rerms and conddions of the

« A prohibition of any scheduled startup, shutdown, or maintenance resulting in excess emissions shall
occur during any period in which an Atmospheric Stagnation Advisory and/or a Wood Stove Curtailment

Advisory has been declared by the Department.
[IDAPA 58.01.01.133.01.a, 3/206/97)]

+ Notifying the Depariment of the excess emissions event as soon as reasonably possible, but no later than
two hours prior to the start of the excess emission event unless the owner or operator demonstrates fo

the Department’s satisfaction that a shorter advanced notice was necessary,
[IDAPA 58.01.01.133.01.b, 4/5/00}

+ The owner or operator of a source of excess emissions shall report and record the information required
pursuant 1o Permit Conditions 1.7.4 and 1.7.5 and IDAPA 58.01.01.135 and 136 for each excess

emissions event due to startup, shutdown, or scheduled maintenance,
[IDAPA 58.01.01.133.01.¢, 31z2097) - .

1.7.3  In Y ceses where upset or breakdown of equipment or an emissions unit, or the iniiation of salely moasures,
results or may result in an excess emissions event, the owner or operator of the faciiity or emissions unit
generating the excess emissions shall demonstrate compliance with IDAPA 58.01.01.134.01(a) and (b} and

the following:
[IDAPA 58.01.01.134, 4/5/00]

1.7.3.1 For all equipment or emissions units from which excess emissions result during upset or breakdown
conditions, or for other situations that may necessitate the implementation of safety measures which cause

excess emissions, the facility owner or gperator shall comply with the following:
[IDAPA 58.01.01.134.02, 4/5/00]

s The owner or operator shall immediately undertake all appropriate measures to reduce and, 1o the extent
possible, eliminate excess emissions resulling from the event and to minimize the lmpact of such excess

emissions on the ambient air quality and public health,
[IDAPA 58.01.01.134.02.a, 4/5/00]

¢ The owner or operator shall notify the Depariment of any upset, breakdown, or safety event that results in
excess emissions. Such noltification shall identify the time, specific location, equipment or emissions unit
involved, and (to the extent known) the cause(s) of the occurrence. The notification shall be given as
soon as reasonably possible, but no later than 24 hours after the event, unless the owner or operator
demonstrates 1o the Department’s satisfaction that the longer reporting period was necessary.
[IDAPA 58.01.01.134.02.b, 4/5/00]

. Thé owner or operator shall report and record the information required pursuant to Permit Conditions
1.7.4 and 1.7.5 and IDAPA 58.01.01.135 and 136 for each excess emissions event caused by an upset,

breakdown, or safely measure.
[IDAPA 58.01.01,134.02.¢, 3/20/97]

1.7.3.2 During any period of excess emissions caused by upset, breakdown, or operation under facility safety
measures, the Depariment may require the owner or operator to immediately reduce or cease operation of
the equipment or emissions unit causing the excess emissions untit such time as the condition causing the
excess emissions has been corrected or brought under control. Such action by the Department shall be taken
upon consideration of the factors listed in IDAPA 58.01 0? 134.03 and after consuliation with the facility

owher or operaior
[IDAPA 58.01.01.134.03 4/5/00}
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002
Permitiee: Louisiana-Pacific Corp. _ Date Issued: August 30, 2002

Location: Bonners Ferry, Idaho Date Expires: August 30, 2006

1.7.4 A wntten report for each excess emissions event shall be submitied to the Department by the owner or
operator no later than 15 days after the beginning of such an event. Each report shall contain the information

.specified in IDAPA 58.01.01.135 .02,
c [IDAPA 58.01.01,135.01, 3/20/97; IDAPA 58.01.01.135.02, 4/5/00)

1.7.5 The owner or operator shall maintain excess emissions records at the faciiity for the most recent five-
calendar-year period. The excess emissions records shall be made available to the Department upon
request, The excess emissions records shall include the information requested by IDAPA 58.01.01.136.03(a)

and (b} as summarized in the following:
[IDAPA $8.01.01.136.01, 02, 3/20/97; IDAPA 58.01.01.136.03, 4/5/00]

» An excess emissions record book for each emissions unit or piece of equipment containing copies of all
reports that have been submitied to the Department pursuant to IDAPA 58.01.01.135 for the particular

emissions unit or equipment,

g

HDAPA 58.01.01.136.03.a, 4/5/00]

« Copies of all startup, shutdown, and scheduled maintenance procedures and upset, breakdov#n, o;‘ éafety
preveniative maintenance plans which have been developed by the owner or operator in accordance with
IDAPA 58.01.01.133 and 134, and facility records as necessary {0 demonstrate compliance with such

procedures and plans.
[IDAPA 58.01.01.136.03.b, 3/20/97]

Reports and Certifications

1.8 All periodic reports and certifications required by this permit shall be submitted to the Depariment no later
than the last day of February for annual reporting, and no later than the last day of February and the last day
of August for semiannual reporting. Excess emissions reports and notifications shall be submitted in
accordance with IDAPA 58.01.01.130-136. Reports, certifications, and notifications shall be submitted to the

following:

Air Quality Permit Compliance
Departiment of Environmental Quality
Coeur d'Alene Regional Office

2110 fronwood Parkway

Coeur d'Alene, ldaho 83814

The periodic compliance certification required by General Provision 21 shall also be submitted within 30 days
of the end of the specified reporting period to the following:

EPA Region 10
Air Operating Permits, OAQ-107
1200 Sixth Avenue

Seattie, WA 88101
[IDAPA 58.01.01.322.08, 11, 51 84)
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021.00002

| Permittee:  Louisiana-Pacific Corp. Date Issued: August 30, 2002
| Location: Bonners Ferry, ldaho Date Expires: August 30, 2006
: The permitice is hereby allfowed to operate the equipment described herein subject 0 all ferms and conditons o the p e.

Test Methods

1.9 i performance or compliance testing is required, the permitiee shall use the following test methods to
measure the pollulant emissions,

Fable 1.2 _ EPA R_ef_erem;e Test Methods

“pollatant | TestMetnod® | SpecialGondiions

EPA Method 201.8
EPA Method 202

PM EPA Method 8

PM:o

NOx EPA Method 7

502 EPA Method 6

co EPA Method 10
vOC© EPA Method 25 or 25A VOC's shall be expressed as carbon
. if an NSPS source, IDAPA 58.01.01.625 and
Opacity | EPA Method 9 Method 9; otherwise, IDAPA 58.01.01.625 only.

* Or Depanment-spproved allernative in accordance with IDAPA 58.01.01.157

Compliance Testing

1.10  Compliance testing of the site shall be conducted once during the life of the current permit, uniess otherwise
specified by the Department. Verification of compliance with all hourly criteria emission limits for fuel burning
equipment shall be required. Verification of PM/PM,g hourly emission limnils shall be required for the
rernaining emission units. Compliance with the annual emission limits shall be based on emission factors

and annual facility throughputs.

The permiftee shall provide notice of intent 1o test {0 the Department at least 15 days prior o the scheduled
test or shorter time period as provided in a permit, order, consent decree, or by Departiment approval. The
Department may, at its option, have an observer present al any emissions test(s} conducted on a source.
The Department requests such lesting not be performed on weekends or state holidays. All testing shall be
conducted in accordance with the procedures in IDAPA 58.01.01.157. Without prior Department approval,
any alternative testing is conducted solely at the permittee’s risk. If the permitiee fails to obtain prior written
approval by the Departiment for any testing deviations, the Depariment may determine that the testing does
not satisfy the testing requirements. Therefore, prior to conducting any compliance test, the permitiee is
encouraged to submit in writing to the Department, at least 30 days in advance, the following for approvail:

. The type of test method to be used
. Any extenuating or unusual circumstances regarding the proposed test
. The proposed schedule for conducting and reporting the test

Within 45 days foliowing the date in which a compliance test required by this permit is conciuded, the
permittee shall submit to the Depariment a compliance test report for the respective test. The compliance
test report shall include all process operating data collected during the test period as well as the test results,
raw test data, and associated documentation, including any approved test protocol,
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AIR QUALITY TIER | OPERATING PERMIT NUMBER. 021'-0009'2
1 Permittee; Louisiana-Pacific Corp. Date Issued: August 30, 2002

| Location: Bonners Ferry, idaho : Date Expires: August 30, 2006

The proposed test date(s), test date rescheduling notice(s), compliance test report, and ali other
correspondence shall be sent to:

Air Quality Permit Compliance
Department of Exvironmental Quality
Coeur d'Alene Regional Office
2110 Ironwood Parkway
Coeur d'Alene, Idaho 83814
(208) 769-1422  Fax: (208) 769-1404

[{DAPA 58.01.01.157,4/6/00; IDAPA 58.01.01.322.06, 08.a, 09, 5/1/94)

Fuel-burning Equipment

111 The permitiee shall not discharge to the atmosphere from any fuel-burning equipment in operation prior to
October 1, 1879, or with a maximum rated input of less than 10 million Btus per hour, particulate matier in
excess of 0.015 gridsct of effiuent gas corrected to 3% oxygen by volume for gas, 0.050 gr/dscf of effluent
gas corrected to 3% oxygen by volume for liquid, 0.10 gridscf of effluent gas corrected to 8% oxygen by
volume for coal, and 0.20 gr/dscf of effluent gas corrected to 8% oxygen by volume for buming wood

products,
[IDAPA 58.01.01.676-677, 5/1/94]}
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L Permittee: Louisiana-Pacific Corp. Date Issued: August 30, 2002

[ Location: Bonnets Ferry, idaho Date Expires: August 30, 2006
The permittee is hereby allowed to operate the equipment described herein subject to elf terms and ns of the eif.

AR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

2. EMISSIONS UNIT GROUP 1 - NATURAL GAS-FIRED BOILERS
Table 2.1 below describes the control devices used in conirolling emissions from this source.
Table 2.1 Emissions Units and Emissions Control Devices
Emissions Unit{s)/iFrocess{es) Eriiission Control Device . |
Natural gas-fired bollers 1 and 2 None
Table 2.2 contains a summary of requirements that apply to the natural gas-fired boilers. Specific permit
requirements are listed below Table 2.2,
Table 2.2 Natural Gas-Fired Boilers Applicable Requirements Summary
Permit " Paramelter ~ Permit Limit/: Applicable anuire;m_nts . Recordk é'bhiﬁ-. :
Condilons | | StvderdSummary | Reference | gegaiements
2.1 Particlate ] 0.015 gridscfat3% 02 | 1napa 58.01.01.676 2.8,29,2.10
matier
Crilerda air PTC No. 021-000062 258,26,27,2.8, 29,
2.2 potiutants See Table 2.4 2%
Visible 2% opacity for no more
2.3 emissions than three minutes in any | 1DAPA 58.01.01.625 2.4,2.10
60-minute period,
Fuel FTC No. 021-00002
2.5 throughput 569 MMofiyr 26,27
258 Fuel type Natural gas PTC No. 021-00002 27
2.1 A person shall not discharge into the atmosphere from any fuel buming equipment with 8 maximum rated input

of 10 MMBtu/hr or more, and commencing operation on or afier October 1, 1979, pariculate matter in excess
of the concentrations shown in Table 2.3,

Table 2.3 Natura_% Gas-fired Boilers Aliowable Particulate Matier Emissions
Fuei Type ALLOWABLE Particulate {gridscl) - Percent O
Gas 0.015 3%

The effluent gas shall be corrected 10 the oxygen concentration shown.
['\DAPA 58.01.01.676, 5/1/94)
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Permittee:
l.ocation:
The permitiee is hereby allowed to operate the equipment described herein subject fo alf ferms and coditions of the

2.2

Table 2.4 Natural Gas-fired Boiler Allowable Criteria Air Poliatant Emissions (Each Stacilt)1 _

AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021.00002

August 30, 2002
August 30, 2006

Date Issued:
Date Expires:

Louisiana-Pacific Corp.
Bonners Ferry, Idaho

Emissions from each boiler stack shall not exceed the following.

PM P”w CQ

Ib/he

N.Ox

0.91

21.35 4.87 21.36

398 0.1 3.08 4.87

2.3

" determined by IDAPA 58.01.01.825,

2.4

2.5

2.6

2.7

2.8

2.9

'As determined by the Depariment's emission estimation methods

[PTC No. 021-00002, 8/18/9%; IDAPA 58.01.01.322.01, 3/19/99)

A person shall not discharge any air poliulant into the almosphere from any point of emission for a period or
periods aggregating more than three minutes in any 60-minute period which is greater than 20% opacity as

[IDAPA 58.01.01.625, 4/5/00])

To demonstrate compliance with Permit Condition 2.3, the permittee shall conduct a monthly 1-minute
cbservation of each aftecled emissions point, or source, using EPA Method 22 (in 40 CFR Part 60, Appendix
A). I visible emissions are observed from any emissions point, or source, a 6-minute observation, using EPA
Method 9, shall be conducted. The visible emissions evaluations shall be performed during daylight hours
under normal operating conditions. The results of each evaluation shall be recorded and shail be maintained

in accordance with General Provision 30,
[IDAPA 58.01.01.322.06, 07, 51 194}

The permitiee shall burm 8 maximum of 569 million cubic feet (MMcT) of natural gas per any consecutive 12-month

period,
[PTC No. 021-00002, 8/15/99; IDAPA £8.01.01.322.01, 3/19/99}

The boilers shall be fired by natural gas fuel only.
[PTC No. 021-00002, 8/19/99; lDAPA 58.01.01.322.01, 3/19/89)

- The permitiee shall monitor and record the amount of naiural gas used in the boilers monthly and annually, The

amount of natural gas used shall be recorded as mitlion cubic feet per month (MMcf/mo}, and million cubic feet
per consecutive 12-month period (MMctlyr). These records shall be kept onsite for the most recent five-year

period, and shall be made available to Department representatives upon request.
[PTC No. 021-00002, 8/19/99; IDAPA 58.01.01.322.01, 3/18/99)

The permittee shail conduct g performance test in accordance with Permit Conditions 1.9 and 1.10 to
demonstrate compliance with Permit Conditions 2,1 and 2.2, Visible emissions shall be observed during the
performance test using the methods specified in IDAPA 58.01.01.625. The steam production (i.e., pounds of
steam pmduced per hour) shall be measured and recorded during the performance test,

[IDAPA 58.01.01.322.086, 07, 5/1/94]

The permittee shall submit a protocol for the performance test required in Permit Condition 2.8 to the Department
for approval at least 30 days prior 10 the test date. The permitiee shall submit a written report of the boiler
performance test to the Department within 45 days after performing the test. The information required 1o be
recorded during the performance test shall also be submitted as part of the report.

[IDAPA 58.01.01.322.06, 07, 5/1/94)
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_ . AIR QUALITY TIER } OPERATING PERNS!T NUMB%R‘ {321-{}8002
! Permittee: Lomszana—Pacaf ¢ Corp. Date Issued: August 30, 2992

Location: Bonners Ferry, Idaho Date Expires; August 30, 2006
The permifies is hereby allowed 1o operate the eguipment described herein subject fo alf terms and condmons of the

2.10  The permittee shall at all imes maintain in good working order and operate, as efficiently as practicable, the
facility's natural gas-iired boilers. An O&M munual shall be developed within 80 days of issuance of this permit,
shall be updated as necessary, and shall include, at & minimum, the most recent general description of the
boilers; the normal operating conditions and procedures for the boilers; startup, shutdown, and mazintenance
procedures; upsel conditions guidelines; and corrective action procedures.

[IDAPA 58.01.01.322.01, 3/19/99]
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

Permitiee: |ouisiana-Pacific Comp. Date issued: August 30, 2002
{ Location: Bomers Ferry, Idaho I‘.}ate ExpifeS' August 39 2008

3. EMISSIONS UNIT GROUP 2 - LUMBER-DRYING KILNS

E -

Emzsszons Unzi Group 2 ccnmsts of multiple steam heated lurber-drying kilns.

Table 3.1 below describes the control devices used in controlling emissions from 1he sources regulated in this
permit.

Tabie 3. 1 Emissnons Um!s and Emlsszons Comrol Davices

Emissions unll(s}fProcess{es} A Emission Control Devico

Lumber-drying kilns None

Table 3.2 contains a summary of requirements that apply genefaiiy'te the facility. Specific permit requirements
are listed below Table 3.2. _

Ta bie_3.2 Lumbet-drymg Kilns Appizcable Reqwrements Summary

AR AR o ' Appzicabzo_
Condmons | Poreme gy e
: - Reference -

Particulate .

3.1 matter Process weight rate IDAPA 58.01,01.701 3.3,3.4,36,37

rliculat

3.2 paniculate | Process weight rate IDAPA 56.01.01.702 | 3.3.3.4,3.6,3.7
Visible 20% opacity for ro more than

3.3 : three minutes in any 60-
emissions minute period IDAPA 58.01.01.625 34,38

a5 PMag, VOO See Table 3.3 PTC No. 021-00002 3.6,3.7,.38

3.8 Throughput 219 MMbifvr PTC No. (21-00002 iz

3.1 A person shall not discharge into the atmosphere from any source operating on or after October 1, 1979,
particulate matter in excess of the amount shown by the following equations, where E is the allowable ernission
from the entire source in pounds per hour, and PW is the process weight in pounds per hour:

a, i PW is less than 9,250 ib/hr,
E = 0.045(PW)°°
b i PW is equal to or greater than 9,250 ib/hr,

E = 1.10(PW)**
[IDAPA 58.01.01.701, 4/5/00)
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

| Permittee:  Louisiana-Pacific Corp. Date Issued: August 30, 2002
I Location: Bonners Ferry, Idaho Date Expires: August 30, 2006
The permitlee is hereby sliowed 1o operale the squipment described herein subject fo all terms and ndftions o he e.

Demonstrating compliance with the operating, monitoring, and recordkeeping requirements for lumber throughput
{Permit Conditions 3.6 and 3.7), and visible emissions {(Permit Conditions 3.3 and 3.4) demonstrates compliance

with the hourly process weight rate emissions limitations.
[IDAPA 58.01.01.322.01, 3/18/98]

3.2 A person shall not discharge. into the atmosphere from any source operating prior {0 October 1, 1879, particulate
matter in excess of the amount shown by the following equations, where E is the aliowable emission from the
entire source in pounds per hour, and PW is the process weight in pounds per hour:

b. If PW is less than 17,000 tb/hr,
E = 0.045(PW)™*
b i PW is equal 10 or greater than 17,000 ib/hr,

E = 1.12(PW)*%
HDAPA 58.01.01,702, 4/5/00]

Demonstrating compliance with the operating, monitoring, and recordkeeping requirements for lumber throughput
{Permit Conditions 3.6 and 3.7), and visible emissions (Permit Conditions 3.3 and 3.4) demonstrates compliance

with the hourly process weight rate emissions limitations.
[DAPA 58.01.01.322.01, 3/19/99)

3.3 A person shall not discharge any air poliutant into the atmosphere from any point of emission for a period or
periods aggregating more than three minutes in any 60-minute period which is greater than 20% opacity as

determined by procedures contained in IDAPA 58.01.01.625,
{IDAPA 58,01.01.625, 4/5/00}

34 To demonstrate compliance with Permit Condition 3.1, 3.2, and 3.3, the permittee shall conduct a weekly 4-
minuie observation of each affected emissions point, or source, using EPA Method 22 {in 40 CFR Part 60,
Appendix A). if visible emissions are observed from any emissions point, or source, a 6-minute observation,
using EPA Method 8, shall be conducted. The visible emissions evaluations shall be performed during
daylight hours under normal operating conditions, The resulls of each evaluation shall be recorded and shall

be maintained in accordance with General Provision 30.
[IDAPA 58.01.01.322.06(c), 5/1/94)

3.5 Emissions from the kKiln stacks in aggregate shall not exceed the following.

Tabie. 3.3 Lumber-drying Kilns Allowable PM and VOC Emissions

PMa | Vot
To/y T _ Tiyr N R
4.75 20.8 164

{PTC No. 021.00002, 10/26/99; IDAPA 58,01.01.322.01, 3/19/99]
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AIR QUALITY TIER 1 OPERATING PERMIT NUMBER: 021-00002
Louisiana-Pacific Corp. Date Issued: August 30, 2002

Permitiee;
| Location: Bonners Ferry, daho Date Expires; August 30, 2006

36 The maximum throughput of dimensional lumber o the lumber drying kilns shall not exceed two hundred nineteen

“miflion board feet per any consecutive 12-month period (218 MMbdifyr}.
' ) T e T e s o DTG N, 021-00002, 10/26/99; IDAPA 58.01.01.322.01, 3/19/99)

3.7 The permittee shall monitor and record the throughput to the lumber-drying kilns monthly and annually to
demonstrate compliance with Permit Conditions 3.1, 3.2, 3.5, and 3.6. The throughput shali be recorded as board
feet per month (bffmo) and board feet per year {bffyr). These records shall remain onsite for the most recent five-

year period, and shall be made available to Depariment representatives upon request.
[PTC No. 021-00002, 10/26/98; IDAPA 58.01.01.322.01, 3/19/99}
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

Date Issued: August 36, 2002
Date Expires: August 30, 2006 |
iect fo aff terms and condilions of the permit, .

L.ouisiana-Pacific Corp.
Bonners Ferry, Idaho

| Permittee:
Location:
I The permitice is hereby allowed lo operate the equipment described herein sub

4. EMISSIONS UNIT GROUP 3 — CYCLONES AND BAGHOUSE
Emissions Unit Group 3 consisis of one cyclone and a baghouse.
Table 4.1 below describes the control devices used in controlling emissions from the sources regulated in this
permit.
Tabie 4 1 i—:missnons Unizs and Emissions Controi Devices _
:Emzssions Umt{S)!Process(es} o E‘” .
Planer fruck bin cycione Planer shavings bin baghouse
The foliowing table contains a partial summary of requirements that apply generally {0 the cyclone and baghouse.
Specific permit requirements are listed below Tabie 4.2,
Tabie 4.2 Cyc!ones and Baghouse Appizcabte Reqmremems Summary
i . Permit’ L . PermitLimitf . L Applicable. ‘Mo
o Conditionq 7 Paramaie_r- . { Standard Svmmary T ng_l_.i}r pments Recore in
L o ' | Reference Requirerrients -
4.1 51‘;’3;’:“3“’ Process weight rate | IDAPA 58.04.01.701 4.3,44,48,4.7
Particulate ;
4.2 matter Process weight rate | IDAPA 58.01.01.702 4.3,44,456,47
20% opacity for no
4.3 Visible more than three
emissions minutes in any 60- IDAPA 58.01.01.625 4.4
minute period.
Planer shaving
bin baghouse PTC No. 02100002 486,47, 48,49,
4.5 PMyo emission 1.28 b/hr, 563 Thyr 4,10
rate limits
4.6 Throughput 218 MMbfiyr FTC No, 02100002 4.7
4.4 A person shall not discharge into the atmosphere from any source operating on or after October 1, 1979,

particulate matter in excess of the amount shown by the following equations, where E is the allowable emission

from the entire source in pounds per hour, and PW is the process welght in pounds per hour:

a.

b.

H PW is less than 9,250 th/hr,

E = 0.045(PW)°°

if PW is equal 1o or greater than 9,250 ib/he,

E = 1,10(PW)*%
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AR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

Permittee: Louisiana-Pacific Corp. Date Issued: August 30, 2002
| Location: Bonners Ferry, idaho Date Expires: August 30, 2006

4.2

4.3

4.4

4.5

4.6

4,7

The

permitiee is hereby aflowed 1o operate the equipment described herein subject to all terms and conditions of the

Demonstrating compliance with the operating, monitoring, and recorcdkeeping requirements contained in Permit -
Condition 3.6, and the visible emissions requirenients contained in Pérmit Conditions 4.3 and 4.4 demonstrate

compliance with the hourly process weight rate emissions limitations. _
HIDAPA 58.01.01.322.01, 3/19/99]

A person shall not discharge into the atmosphere from any source operating prior to October 1, 1978, particulate
matter in excess of the amount shown by the following equations, where E is the sllowable emission from the
entire source in pounds per hour, and PW is the process weight in pounds per hour:

a. f PW is less than 17,000 ib/hr,
E = 0.045(PW)*°
b. W PW is equal 10 or greater than 17,000 Ib/hr,

E = 1.12(PW)*%7
[IDAPA 58.01.01,702, 4/5/00)

Demonstrating compliance with the operating, monitoring, and recordkeeping requirements comtained in Permit
Condition 8.3, and the visible emissions requirements contained in Permit Conditions 4.3 and 4.4 demonstrate

compliance with the hourly process weighi rate emissions limitations.
[IDAPA 58.01.01.322.01, 3/18/99]

A person shall not discharge any air pollutant into the atmosphere from any point of emission for a period or
periods aggregaling more than three minutes in any 60-minute period which is greater than 20% opacity as

determined by procedures contained in IDAPA 58.01.01.625,
[IDAPA 58.01.01.625, 4/5/00)

To demonstrate compliance with Permit Conditions 4.1, 4.2, and 4.3, the permittee shall conduct a weekly 1~
minute observation of each affected emission point, or source, using EPA Method 22 (in 40 CFR Part €0,
Appendix A). if visible emissions are observed from any emission point, or source, a 6-minute observation, using
EPA Method 8, shall be conducted. The visible emissions evaluation shall be performed during daylight hours
under normal operating conditions. The results of each evaluation shall be recorded which shall be maintained

in accordance with General Provision 30, _
_ [IDAPA 58.01.01.322.086, 5/1/94}

Particulate matter with an aerodynamic diameter of 10 micrometers (pm) or less {PMyg) emissions from the planer

shavings bin baghouse shall not exceed 1.29 Ib/hr or 5,63 Thyr,
[PTC No. 021-00002, 6/21/02; IDAPA 58.01.01.322.01, 3/18/99}

The throughput to the planers shall not exceed two hundred nineteen million board feet per any consecutive 12-

month period {218 MMbdf/yr).
[PTC No. 021.00002, 10/26/99; IDAPA 58.01.01.322.01, 3/18/99]

The permittee shall monitor and record the throughput 10 the planers monthly and annually 10 demonstrate
compliance with Permit Conditions 4.1, 4.2, 4.5, and 4.6. The throughput shall be recorded as board feet per
month {bi/mo) and board feet per year (bl/yr). These records shall remain onsite for the most recent five-year
period, and shall be made available to Depariment representatives upon request,

[PTC No. 02100002, 10/26/99; IDAPA 58.01.01.322.01, 3/19/99]
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48

4.9

4.10

' Permittee: Louisiana-Pacific Corp. Date Issued: August 30, 2002
I Location: Bonners Ferry, Idaho Date Expires: August 30, 2008
The permiflee is hereby allowed to operate the equipment described herein subject to alf terms an onif of the permil.

AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

The pressure drop across the planer shavings bin baghouse shali be maintained within the manufacturer’s and
O&M manual's specifications. Documentation of both the manufaciurer's and O&M manual's operating pressure
drop specifications shall remain onsile at all times, and shall be made available to Department represeniatives
Upon request,

[PTC No, 021-00002, 10/26/99; IDAPA 58.01.01.322.01, 3/19/99)

The permittee shall monitor and record the pressure drop across the shavings bin baghouse once per week,
These records shall remain onsite for the most recent five-year period, and shall be made available to Department
representalives upon request.

[PTC No. 021-00002, 10/26/99; IDAPA 58.01.01.322.01, 3/19/99]
The permitiee shall at all times maintain in good working order and operate, as efficiently as practicable, the

facility's Cyclones and baghouse. _
[IDAPA 58.01.01.322.01, 3/19/99]
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 02100002

' | Permittee: Louisiana-Pacific Corp. Date issued: August 30, 2002
i Location: Bonners Ferry, Idaho Date Expires: August 30, 2006
L The permitiee is hereby allowed lo operate the equipment described herein subject 10 alf terms and conditions o the ) i,

5. EMISSIONS UNIT GROUP 4 - WOOD BYPRODUCT STORAGE AND HANDLING

LT - . B T T T R T St Tk Y W VR s Zigy L -t o7 T :. .
The sources in Emissions Unit Group 4 can contribute lo particulate emissions trom the handling and storage
of wood and wood byproducts or through general plant activities, These emission units do not vent through
stacks or have any pollution control equipment atlached,

Table 5.1 Emissions Units and Emisszon Controi Devzces
Emissions Unit{s}l?rocess(es} 4. Emission Contro} Device.
.Sawmztt chips surge bin &one : .
Hogged bark conveying and loadout None
Sawdust conveying and loadout None
Sawmill chips conveying and loadout None

The following table contains a partial summary of requirements that apply generally to bins. Specific permit |
requirements are listed below Table 5.2,

Table 5.2 _ Wood Byproducts Storage and Handling Applicable Requirements Summary

- P Applicable. i Hon!;%pns }
' ] ' Requireme T Record eeping -
Conditions Parame.ter _ S:gndard Summary Reference ; Requ!remem; -
Particulate ]
5.1 matter Process weight rate HAPA 58.01.01.701 53,54
icula .
5.2 Porioutate | Process weight rate IDAPA 58.01.01.702 5.3, 5.4
5.3 Fugitive
emissions Reasonable control IDAPA 58.01.01.651 5.4

514 A person shall not discharge into the stmosphere from any source operating on or after Oclober 1, 1979,
particulate matter in excess of the amount shown by the foliowing equations, where E is the aliowable emission
from the entire source in pounds per hour, and PW is the process weight in pounds per hour:

b. W PW is less than 9,250 ib/hr,
E = 0.045(PW)°®
b. I PW is equal {o or greater than 9,250 lb/hr,

E = 1.10(PW)*%
[IDAPA 58.01.01.701, 4/5/00}
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

l Permitiee: Louigiana-Pacific Corp. Date Issued: August 30, 2062
1 Location: Bonners Ferry, Idaho Date Expires: August 30, 2006
! The permitiee is hereby alfowed fo operate the equipment described herein subject 1o all terms a coiﬁens f the permit.

Demonstrating compliance with the operating, monitoring, and recordkeeping requirements for fugitive emissions
contained in Permit Conditions 5.3 and 54 demonsirate compliance with the hourdy process weight rate

emissions limitations.
[IDAPA 58.01.01.322.01, 3/18/99]

5.2 A person shall not discharge into the aimosphere from any scurce operating prior to October 1, 1979, particulate
matter in excess of the amount shown by the following equations, where E is the aflowable emission from the
entire source in pounds per hour, and PW is the process weight in pounds per hour:

b, If PW is less than 17,000 Ib/hr,
E = 0.045(PW)"°
b. 1§ PW is equal to or greater than 17,000 Ib/hr,

E = 1.12(PW)*¥
[IDAPA 5§8.01.01.702, 4/5/00}

Demonstrating compliance with the operating, monitoring, and recordkeeping requirements for fugitive emissions
contained in Permit Conditions 5.3 and 5.4 demonstrate compliance with the hourly process weight rate

emissions limitations.
[DAPA 58.01.01.322.01, 3/19/99]

5.3 To demonstrate compliance with Permit Conditions 8.1 and 5.2, the permitice shall conduct 2 weekly 1-minute
observation of each affected emission poirt, or source, using EPA Method 22 (in 40 CFR Part 60, Appendix A),
If visible emissions are observed from any emission point, or source, a 6-minute observation, using EPA Method
9, shall be conducted. The visible emissions evaluation shall be performed during daylight hours under normal
operating conditions. The results of each evaluation shall be recorded which shall be maintained in accordance

with General Provision 30.
[IDAPA 58.01.01.322.06, 5/1/94]

5.4 Unless specified elsewhere in this permit, the permittee shall conduct a monthly inspection of fugitive
emissions sources, during daylight hours, during truck bin loadouts, and under normal operating conditions to
ensure the methods used 10 reasonably condrol fugitive emissions are effective. If fugitive emissions are not
being reasonably controlled, the permitiee shall take corrective action as expeditiously as practicable. The
permittee shall maintain records of the results of each monthly fugitive emission inspection. The records
shall, at a minimurn, include the date of each inspection and a description of the foliowing: the permitiee’s
assessment of the conditions existing at the time fugitive emissions are present {if observed), any corrective
action taken in response to the fugitive emissions, and the date of the corrective action was taken.

[IDAPA 58.01.01.322.06, .07, 5/1/984)

556 The permittee shall at all imes maintain in good working order and operate, as efficiently as practicable, the wood

byproduct handling equipment listed in this permit.
[IDAPA 58.01.01.322,01, 3/19/99)
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

f Permittee: Louisiana-Pacific Corp. Date Issued: August 30, 2002
| Location: Bonners Ferry, ldaho Date Expires: August 30, 2006 :
| The permitiee is hereby allowed o operate the equipment described herein subject to all terms and condftions of the permi.

‘Fhe sources in Emissions Unit Group 5 do not vent through stacks or Have any pollution control equipment

attached.
Fable 6.1 Emissfons Units and Emissions Control Devices
Emissions Unitis)/Process{es} . . Emission Contro) Device
Debarking of logs None
Bark hog None

The following table contains a partial summary of requirements that apply generally to bins. Specific permit
requirements are listed below Table 6.2

Table 6.2 Debarking and Bark Hog Appllcabie Reqmrements Summary

ot | o | romer | g ramim | sidirenan | secuirersng
_ . o Reference .. ; Requirements
6.1 ?ﬁi‘, e Particulate | process weight rate | b 01 701 6.3, 6.4
62 [TRITRS | P | processweime |BAPR . |eaed
6.3 ?;:, %2:123 ST g;fggg ns Reasonable control g[gﬁg;ﬁ.m 651 64

6.1 A person shall not discharge into the atmosphere from any source operating on or after October 1, 1979,
particulate matter in excess of the amount shown by the following equations, where E is the allowable emission
from the entire source in pounds per hour, and PW is the process weight in pounds per hour:

¢, HPW is less than 9,250 ib/hr,
E = 0.045(PW)°*
b. H PW is equal to or greater than 9,280 h/hr,

E = 1.10(PW)"2
[IDAPA 58.01.01.701, 4/5/00)

Demonstrating compliance with the operating, monitoring, and recordkeeping requirements for fugitive emissions
cortained in Permit Conditions 6.3 and 6.4 demonstirate compliance with the hourly process weight rate

emissions limitations.
[IDAPA 58.01.01.322,01, 3/19/99)
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Permittee: L.ouisiana-Pacific Corp, Date 1ssued: August 30, 2002
| Location: Bonners Ferry, ldaho Date Expires: August 30, 2006
The permitiee is hereby allowed fo operate the equipment described herein subject to alf terms and conditions of the permit,

6.2 A person shall not discharge info the atmosphere from any source operating prior o October 1, 1879, particulate
matter in excess of the amount shown by the following equations, where E is the zllowable emission from the
entira source in pounds per hour, and PW is the process weighi i pounds per hour:

a. f PW is less than 17,000 ib/hr,
E = 0.045(PW)°°
b. W PW is equal to or greater than 17,000 Ibfhr,

E = 1.12(PW)*¥
[IDAPA 58.01.01.702, 4/5/00]

Demonstrating compliance with the operating, monitoring, and recordkeeping requirements for fugitive emissions
comained in Permit Conditions 6.3 and 6.4 demonstrate compliance with the hourly process weight rate

emissions limitations.
[IDAPA 58.01.01.322.01, 3/19/99)

6.3 To demonstrate compliance with Permit Condition 6.1, the permittee shall conduct a weekly 1-minute observation
of each affected emission point, or source, using EPA Method 22 (in 40 CFR Part 80, Appendix A). If visible
emissions are observed from any emission point, or source, a 6-minute observation, using EPA Method 9, shall
be conducted. The visible emissions evaluation shall be performed during daylight hours under normal operating
conditions. The results of each evaluation shall be recorded which shall be maintained in accordance with

General Provision 30, _
[IDAPA 58.01.01.322.06, 5/1/94)

6.4 Unless specified elsewhere in this permit, the permittee shall conduct a monthly inspection of fugitive
emissions sources, during daylight hours, under normal operating conditions to ensure that the methods
used to reasonably control fugitive emissions are effective. If fugitive emissions are not being reasonably
controlled, the permitiee shall take corrective action as expeditiously as practicable. The permitiee shail
maintain records of the results of each monthly fugitive emission inspection. The records shall, &t a
minimum, include the date of each inspection and a description of the following: the permittee’s assessment
of the conditions existing at the time fugitive emissions are present (if observed), any corrective action taken

in response to the fugitive emissions, and the date of the correclive action was taken,
[IDAPA 58.01.01.322.06, .07, 5/1/94]

6.5 The permittee shall at all times maintain in good working order and operate, as efficiently as practicable, the wood

by-product handling equipment listed in this permit.
[IDAPA §8.01,01.322.01, 3/19/99]
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

f Permittee: Louisiana-Pacific Corp. Date Issued: August 30, 2002
1 Location; Bonners Ferry, [daho Date Expires: August 30, 2006
The permitiee is hereby aliowed to operate the equipment described herein subject io all terms and conditions of the permit.

7. EMISSIONS UNIT GROUP 6 - INSIGNIFICANT ACTIVITIES

Activities and emissions units identified as insignificant under IDAPA 58,01.01.317.01(b) aré required t4 be fisted
in the Tier | Operating Permit to qualify for a permit shield.

Table 7.1 Insignificant Activities

Sawmill 30

Sawmilt screen 30

Sawmill chipper, indoors 3¢

Planer chipper, Endoors': o S a0 I S
Planer chipper screen (classifier), indoors 30

Planer chip bin loadout 36

Fire water pump with diesel motor 5

Small gas-fired generators 5

Storage tanks with 1ids or closure < 260 gal. 1

Storage tanks < 1,100 gallons, no HAPs, _
maximum vapor pressure 550 mmHg. 2

VO storage tank < 10,000 gal, with lid or closure, vapor
pressure < B0 mmHg at 21 degrees Celsius;

and gasoline storage tanks with lid or closure < 10,000 3
galions
[ T e s . . L .

Butane, propane and LPG storage tank < 40,000 gallons § orbt
Combustion source < §.5 MMBtu/hr

fired with either kerosene, No. 1 and 2 fuel ofl, 7

Waste paper incinerator < 0,5 MMBiu/hr 8

Wekding < 1 ton per day of welding rod 9

Printing using less than 2 gallons of ink. 12

Surface coating, containing less than 1% by weight VOGs : 25

7.1 There are no monitoring, recordkeeping, or reporting requirements for insignificant emissions units or
aclivities beyond those required in the Facility-wide Permit Conditions.
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

f Permittee: { ouisiana-Pacific Comp. Date Issued: August 30, 2002
| Location: Bonners Ferry, idsho Date Expires: August 30, 2006
The permiltee is hereby alfowed o operate the equipment described herein subject 1o alf terms and conditions of fh eif,

s e

TIER | OPERATING PERMIT GENERAL PROVISIONS

General Compliance

1. The permitiee shall comply with all conditions of this permit. Any permit noncompliance constitutes a
violation and is grounds for enforcement action, for permif termination, revocation and reissuance, revision, or

for denial of a permit renewal application.
[IDAPA 58.01.01.322.15.a, 5/1/84; 40 CFR 70.6(a){6}{i)]

2. it shall not be a defense in an enfoercement action that it would have been necessary to halt or reduce the
permitied activity in order to maintain compliance with the terms and conditions of this permit.
[IDAPA 58.01.01.322.15.b, 5/1/94; 40 CFR 70.6{a}{(6){ii)]

3. Any permittee who falls to submit any relevant facts or has submilted incorrect infformation in a permit
application shall, upon becoming aware of such failure or incorrect submittal, prompthr sibmit such
supplementary facts or corrected information.

[IDAPA 58.01.01.315.01, 5/1/94; 40 CFR 70.5(b)]

Reopening

4, This permit may be revised, reopened, revoked and reissued, or terminated for cause. Cause for reopening
exists under any of the circumstances listed in IDAPA 58.01.01.386. Proceedings to recpen and reissue a
permit shall follow the same procedures as apply 10 initial permit issuance and shall affect only those pars of
the permit for which cause to reopen exists. Such reopening shall be made as expeditiously as practicable in
accordance with IDAPA 58.01.01.360 through 369.

" HDAPA 58.01.01.322.15.¢, 5/1/94; IDAPA 58.01.01.388, 3/19/98;
40 CFR 70.7(f)(1) and (2); 40 CFR 70.6(a)}{6){iii)]

5. The filing of a request by the permittee for a permit revision, revocation and reissuance, termination, orof a
notification of planned changes or anticipated noncompliance does not stay any permit condition.
[IDAPA 58.01.01.322.15.d, 5M1/94; 40 CFR 70.6(a}(6){iii)]

Property Rights

6. This permit does not convey any property rights of any sori, or any exclusive privilege.
[IDAPA 58.01.01.322.15.¢, 5/1/94; 40 CFR 70.6(a}{6}{iv)]

Information Requests

7. The permittee shail furnish within a reasonable time, all information requested in writing by the Depariment to
determine whether cause exists for modifying, reveking and reissuing, terminating the permit, or determining
comphiance with the permit, )

[idaho Code §38-108; IDAPA 58.01.01,122 (5/1/84) and 322.15.f (4/5/00); 40 CFR 70.6(a}{6){v)]

8. Upon request, the permittee shall furnish to the Depariment copiles of records required 1o be kept by this
permit. For information claimed 10 be confidential, the permitiee may furnish such records along with a claim
of confidentiality in accordance with Idaho Code §9-342A and applicable implemnenting regulations including
IDAPA 58.01.01.128.

[IDAPA 58.01.01.322.15.9, 5/1/94; IDAPA 58.01.01.128, 4/5/00; 40 CFR 70.6(a}(6){v)}
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

| Permittee; Louisiana-Pacific Corp. Date Issued: August 30, 2002
| Location: Bonners Ferry, idaho Date Expires: August 30, 2006
The permitiee :s hereby allowed to operate the equipment described herein subject to all terms and condmons of fhe 3 p emnt

Severability

9. The provisions of this permit are sevérabie, and i any provision of this permit 1o any circumstance is heild _, . |
invalid, the application of such provision to other circumstances, and the remainder of this permit shall not be
affected thereby. '

[IDAPA 58.01.01,322.15.h, 5/1/94; 40 CFR 70.6(a)(5)]

Changes Requiring Permit Revision or Notice

10. The permittee may not commence construction or modification of any stationary source, facility, major facility,
or major modification without first obtaining all necessary permits to construct or an approval under IDAPA
58.01.01.218, or complying with IDAPA £8.01.01.220 through 223. The permitiee shall comply with iDAPA
58.01.01.380 through 386 as applicable.

{IDAPA 58.01.01.200-223, 4/5/00; IDAPA 58.01.61.322.15.i, 380-386, 3/19/99;
: - 40 CFR 70.4{b)(12), (14) and (15}, and 70.7{d) and (e)] ..

11, Changes that are not addressed or prohibited by the Tier | operating permit require a Tier | operating permit
revision if such changes are subject 10 any requirement under title IV of the CAA, 42 1).8.C. Section 7651
through 7651c¢, or are modifications under title | of the CAA, 42 USC Section 7401 through 7515.
Administrative amendments (IDAPA 58.01.01.381), minor permit modifications (IDAPA 58.01.01.383), and
significant permit modifications (IDAPA 58.01.01.382) require a revision to the Tier | operating permit.

Section 502(b}{ 10} charges are authorized in accordance with IDAPA 58.01.01.384. Off-permit changes and
required notice are authorized in accordance with IDAPA 58.01.01.385.
{IDAPA 58.01.01.381-385, 3/18/89; IDAPA 58.01.01.209.05, 5/1/94;
40 CFR 70.4{b){14) and (15)]

Federal and State Enforceability

12.  Unless specifically identified as a state-only provision, all terms and conditions in this permit, including any
terms and conditions designed to limit a source’s polential to emit, are enforceable: (i) By the Department in
accordance with state law; and (i) By the United States or any other person in acéordance with federal law.

[IDAPA 58.01.01.322.15.f, 5/1/34; 40 CFR 70.6(b){1} and (2)] .

13. Provisions specifically identified as a state-only provision are enforceable only in accordance with state law.
State-only provisions are those that are not required under the federal Clean Air Act, or under any of its
applicable requirermnents or those provisions adopled by the siate prior to federal approval. '

[idaho Code §38-108; IDAPA 58.01.01.322.15.k, 3/23/98]

Inspection and Entry
14. Upon presentation of credentials, the permitiee shall allow the Department, or an authorized representative of
the Depariment, to do the following:
a. Enter upon the permittee’s premises where a Tier | source is located or emissions related activity is
conducted, or where records arg kept under conditions of this permit;
b. Have access 1o and copy, at reasonable times, any records that are kept under the conditions of this
permit;
c. inspect at reasonable times any facilities, equipment {including monitoring and air poliution control

equipment), practices, or operations regulated or required under this permit; and
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

| Permittes; Louisiana-Pacific Corp. Date Issued: August 30, 2002
l.ocation: Bonners Ferry, idaho Pate Expires: August 30, 2006
The permittee is hereby alfowed 1o operate the equipmend described herein subject to alf terms and condifions of the permit,

d. As authorized by the Idaho Environmental Protection and Health Act, sample or monitor at
reasonabie times substances or parameters for the purpose of determining or ensuring compliance

with this permit or applicable requirements.
[Idaho Code §38-108; IDAPA 58.01.01.322.15.1, 3/19/99; 40 CFR 70.6{c)}{2)]

New Requirements During Permit Term

15, The permittee shall comply with applicable requirements that become effective during the permittermon a

timely basis.
[IDAPA 58.01.01.322.10, 4/5/00; IDAPA 58.01.01.314.10.a.ii, 5/1/94;

40 CFR 70.6(c}{3) citing 70.5(c}(8)]

Fees
16, The owner or operator of a Tier | source shall pay annual registration fees 1o the Depariment in accordance
with IDAPA 58.01.01.525 through IDAPA 58,01.01.538, _
HIDAPA 58.01.01.322.15.n, 5/1/84; 4C CFR 70.6{a}{7}]
Certification

17. Alt documents submitted to the Depariment shall be cedified in accordance with HDAPA §8.01.01.123 and

comply with IDAPA 58.01.01.124.
[IDAPA 58.01.01.322.15.0, 5/1/94; 40 CFR 70.6(a)(3){}{A); 40 CFR 70.5(d)]

Renewal

18, &. The owner or operator of a Tier | source shall submit an application {0 the Department for a renewal
of this permit at least six months before but no eardier than 18 months before, the expiration date of
this operating permit. To ensure that the term of the operating permit does not expire before the
permit is renewed, the owner or operator is encouraged to submit a renewal application nine months

prior {o the date of expiration.
IIDAPA 58.01.01.313.03, 4/5/00; 40 CFR 70.5(aj{1)(ii}]

b, if a timely and complete application for a Tier | operating permit renewal is submitted, but the
Depariment fails to issue or deny the renewal permit before the end of the term of this permit, then all
the terms and conditions of this permit including any permit shield that may have been granted
pursuant to IDAPA 58.01.01.325 shall remain in effect until the renewal permit has been issued or

denied. _
[IDAPA 58.01.01.322.15.p, 5/1/94; 40 CFR 70.7(b))

Permit Shield

19. Compliance with the terms and conditions of the Tier | operating permit, including those applicable to all
alternative operating scenarios and trading scenarios, shall be deemed compliance with any applicable
requirements as of the date of permit issuance, provided that;

a, Such applicable requirements are included and are specifically identified in the Tier | operating
permit; or

i The Depariment has determined that other requirements specifically identified are not
applicable and all of the criteria set forth in IDAPA 58.01.01.325.01(b) have been met,
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 021-00002

Louisiana-Pacific Corp. ' Date issued: August 30, 2002
August 30, 2006

Permitiee: :
1 Location: Bonners Ferry, idaho Date Expires:

b. . The permit shield shalt apply to permit revisions made in accordance with IDAPA §8.01.01.381.04
{administrative amendments incorporating the terms of a permit to construct), IDAPA 58.01.01.382.04
{significant modifications), and IDAPA 58.01.01.384.03 (trading under an emissions cap).

C. Nothing in this permit shall alter or affect the following:

i Any administrative authority or judicial remedy available {o prevent or terminate emergencies
or imminent and substantial dangers;

ii. The liability of an owner or operator of a scurce for any violation of applicable requirements
pricr to or at the time of permit issuance;

i, The applicable requirements of the acid rain program, consisient with 42 U.8.C. Section
7651{g){a); and

v, The ability of EPA 10 oblain information from a source pursuant to Section 114 of the CAA: or
the ability of the Department to obtain information from a source pursuant to Idaho Code §39-

108 and IDAPA §8.01.01.122.
ildaho Code 39-108 and 112; IDAPA 58.01.01.122, 322.15.m, 325, 5/1/94;

IDAPA 58.01.01.381.04, 382.04, 383.05, 384.03, 385.03, 3/15/99;
40 CFR 70.6(f)]

Compliance Schedule and Progress Reports

20, =& For each applicable requirement for which the source is not in compliance, the permitiee shall comply
with the compliance schedule incorporated in this permit.

D, For each applicable requirement that will become effective during the term of this permit and that
provides a detailed compliance schedule, the permitiee shall comply with such requirements in
_, accordance with the detailed schedule.

Ty =AU g PRTL

o For each applicable requirement that will become effective during the term of this permit that does not
contain a more detailed schedule, the permittee shall meet such requirements on a timely basis.

d. For each applicable requirement with which the permittee is in compliance, the permitiee shali

continue {o comply with such requirements,
[IDAPA 58.01.01.322.10, 4/5/00; iDAPA 58.01.01.314.9 and 10, 5/1/94; 40 CFR 70.6{c)(3) and {4)}

Periodic Compliance Certification

2. a The permittee shall submit compliance certifications during the term of the permit for each emissions
unit 1o the Department and the EPA as follows:

b. Uniess specified elsewhere in this permit compliance cerlifications for ali emissions units shall be
submitted annually beginning 12 months from the permit issuance date, or more frequently if
- specified by the underlying applicable requirement.

G, The compliance certification for each emissions unit shall address all of the terms and conditions
contained in the Tier | operating permit that are applicable to such emissions unit including emissions
limitations, standards, and work practices;
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 02100002

Permittee: Louisiana-Pacific Corp. Date Issued: August 30, 2002
| Location: Bonners Ferry, Idaho Date Expires: August 30, 2006
L The permitiee is hereby allowed 10 operate the equipment described herein subject fo alf terms a ondifns of the permif.

d. The compliance certification shall be in an itemized form providing the following information {provided
that the identification of applicable information may cross-reference the permit or previous reports as
applicable):

i. The identification of each term or condition of the Tier | operating permit that is the basis of
the certification;

ii, The identification of the method(s), or other means, used by the owner or operator for
determining the compliance status with each term and condition during the cerlification
period, and whether such methods or other means provide continuous or inlermittent data.
Such methods and other means shall include, at a minimum, the methods and means
required by this Tier | operating permit. if necessary, the owner or operator shall identify any
other material information that must be included in the certification to comply with Section
113(c){2) of the CAA which prohibits knowingly making a false certification or omitting
material information; '

il The status of compliance with the terms and conditions of the permit for the period covered by
the certification, based on the method or means designated in paragraph 21.¢.i above. The
cenification shall identify each deviation and take it ino account in the compliance
ceriification. The certification shall also ideniify, as possible exceptions to compliance, any
periods during which compliance is required and in which an excursion or exceedance as
defined under 40 CFR PFart 64 occurred;

iv. Such other facts as the Depariment may require o delermine the compliance status of the
SOUICE.
e, All original compliance certifications shall be submitied {o the Department and a copy of all

compliance certifications shall be submitied to the EPA.
[IDAPA 58.01.01.322.11, 5/1/84; 40 CFR 70.6(c)(5)(iii) as amended,
62 Fed. Reg. 54900, 54946 (10/22/97); 40 CFR 70.6(c)(5)(iv)]

False Statements

22. No person shall knowingly make any false statement representation or cerlification in any form, notice or

report required under this permit, or any applicable rule or order in force pursuant thereto,
[IDAPA 58.01.01.125, 3/23/98]

No Tampering

23. No person shall knowingly render inaccurate any monitering device or method required under this permit or

any applicable rule or order in force pursuant thereto.
[IDAPA 58.01.01.126, 3/23/98]

Annual and Semiannual Monitoring Reports

24, In addition to all applicable reporiing requirernents identified in this permit, the permittee shall submit reports
of any required monitoring no later than the last day of February for annual reporting, and no later than the
last day of February and the last day of August for semiannual reporting.  All instances of deviations from this
operating permit's requirements must be clearly identified in the report. All required reporis must be certified

in accordance with IDAPA 58.01.01.123.
[IDAPA 58.01.01.322.15.q, 3/23/98; iDAPA 58.01.01.322.08.c, 4/5/00; 40 CFR 70.6{a}(3}{iii)]
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AIR QUALITY TIER | OPERATING PERMIT NUMBER: 024.00002

Permittee: i ouisiana-Pacific Comp. Date lssued: August 30, 2602
I} Location: Bonners Ferry, daho Date Expires: August 30, 2006
The permitice is hereby allfowed 10 operate the equipment described herein subject to all terms an conditions of the

Reporting Deviations and Excess Emissions

25. The permittee shall promptly report all deviations from permit requirements including upset conditions, their
probable cause, and any corrective actions or preventive measures taken, For excess emissions, the report
shali be made in accordance with IDAPA 58.01.01.130-136. For all other deviations, the report shall be made
in accordance with IDAPA 58.01.01.322.08.¢, unless otherwise specified in this permit,

' {DAPA 58.01.01.322,15.q, 3/23/98; IDAPA 58.01.01.135, 4/5/00; 40 CFR 70.6{a)}{(3)iil}}

Permit Revision Not Required

26, No permit revision shall be required under any approved economic incentives, marketable permits, emissions

trading, and other similar programs or processes for changes that are provided for in the permit,
{IDAPA 58.01.01.322.05.h, 4/5/00; 40 CFR 70.6{a}(8}]

Emergency'

27. In accordance with IDAPA 58.01.01.332, an “Emergency” as defined in IDAPA £8.01.01.008, constitutes an
affirrnative defense to an action brought for noncompliance with such technology-based emissions limitation i

the conditions of IDAPA 88.01.01.332.02 are met.
[IDAPA 58.01.01.332.01, 3/15/98; 40 CFR 70.6{(g)]

Cdors

28. No person shall allow, suffer, cause or permit the emission of odorous gases, liquids or solids 1o the

atmosphere in such quantities as to cause air pollution. ‘
[IDAPA 58.01.01.775-776, 5/1/94)

29, Unless specified elsewhere in this permil, the permittee shall maintain records of all odor compiaints
received. If the complaint has merlt, the permittee shall take appropriate corrective action as expeditiously as
practicable. The records shall, at a minimum, include the date that each complaint was received and a
description of the following: the complaint, the permitiee’'s assessment of the validity of the complamt any

corrective action taken, and the date the corrective action was taken.
[iDAPA 58.01.01,322.086, 07(state~oniy), 5/1/94}

Monitoring and Recordkeeping

30. The permitiee shall maintain sufficient record keeping to assure compliance with all of the terms and
conditions of this operating permit. Recording of monitoring information shall include, but not be limited 1o: (a)
the date, place, and times of sampling or measurements; (b) the date analyses were performed; {(¢) the
company or entity that performed the analyses; (d) the analytical techniques or methods used; (e} the results
of such analyses; and (f) the operating conditions existing at the time of sampling or measurement. Al
monitoring records and support information shall be retained for & period of at least five years from the date of
the monitoring sampie, measurement, report, or application. Supporiing information includes, but is not
limited to, all calibration and maintenance records, all original strip-chart recordings for continuous moniloring
instrumentation, and copies of all reports required by this permit. All records required to be maintained by this
permit shall be made available, in either hard copy or electronic format, to Department representatives upon

request

T e [IDAPA 58.01.01.322.07, 5/1/94}
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AIR QUALITY THER | OPERATING PERMIT NUMBER: 021-00002

| Permitice: Louisiana-Paciic Corp. Date Issued: August 30, 2002
I Location: Bonners Ferry, ldaho Date Expires: August 30, 2008
I The permifiee is hereby allowed fo operale the equipment described herein subject to all terms and conditions of the permit.

Open Burning
31. The facility shall comply with the requirements of IDAPA $8.01.01,600-616, Rules for Controf of Open
Burning.

[IDAPA 58.01.01.600-616, 5/1/94]

Renovation and Demolition
32. The permitiee shall comply with all applicable poriions of 40 CFR 61, Subpart M when conducting any

renovation or demofition activities at the facility.
[4C CFR €1, Subpart M)

Risk Management

33. An owner or operator of a stationary source that has more than a threshold quantity of a regulated substance
in a process, as determined under 40 CFR §68.115, shall comply with the requirements of the Chemical
Accident Prevention Provisions at 40 CFR 68 no later than the latest of the following dates:

33,1 Three years after the date on which a regulaled substance present above a threshoid quantity is first listed
under 40 CFR §68.130.

33.2 The date on which a regulated substance is first present above a threshold quantity in a process.
{40 CFR 68.10 (a)}

Fuel Sulfur Requirements

34, No person shall sell, distribute, use or make available for use, any distillate fuel ¢il containing more than the
following percentages of sulfur;

34.1 ASBTM Grade 1 fuel oil - 0.3% by weight.

34.2 ASTM Crade 2 fuel oll - 0.5% by weight.
[IDAPA 58.01.01.728, 5/1/94]

Refrigerants
35. The permittee shall comply with applicable standards for recycling and emissions reduction pursuant to 40

CFR 82, Subpart F, Recycling and Emissions Reduction,
[40 CFR 82, Subpart F]
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